
DRAWING INDEX

Location Map

North

Vicinity Map

Montana Fish Wildlife and Parks

Red Hill WMA
Boundary fence

Lewistown MT. FWP # 7135315

FENCE DETAILS
FENCE DETAILS
FENCE LOCATION
COVER SHEET

4
3
2
1

--
--

6
5

--7
--8

--
--

12
11
10
9

--
--

14
13

--15
--16

--
--

106



107



Wire Gate

stays

Use mechanical
over-center
gate closer

5" Dia. x 7'-0" Treated Post (typ)

Not To Scale

8'(typ.) 16'-18'

3'(typ.)

* All Gate Wire to be Double Strand Smooth.

Corner

Double Panel

8' 8'

8'

Typical Deadman Anchor Detail

5" Dia x 7'-0" Treated Posts (Typ.)

4" Dia. Treated Brace Rails (Typ.)

Single Panel

8'

5 1/2' Steel Post (typ.)

each wire and twisted around posts.
9 gauge galv. wire tie looped around

Two Steel Posts Driven
at approximately 45 degree angle
to native ground to 3" of surface.

1 rod
16 1/2'

18"(typ.)

3'-0" Min

May be cut if driving to full depth
is not possible.

3'-0" Min

3'-0" Min

18"(typ.)

18"
7"
7"
10"

Line Post

Regular Wire Clips

1 rod
16 1/2'

18"(typ.)

5 1/2' Steel Post (Typ.)
4-Wire Spacing Application

12 1/2 guage (typical)
All wires to be,

No Stays

All Wires Barbed

Rock Face Panel

Thread bottom wires of stream crossing through 1.5" PVC pipe between stays
Bottom wire to be 1 ft above water elevation

NOTES:

LOCK WITH LONG SHANK PADLOCK

CLOSED POSITION

SIDE VIEW

1/4 IN RIVET

3/8 IN X 7 IN BOLT END PEENED

1 IN X 3/16 IN FLAT IRON

6 IN CORNER POST

     FLATTEN POST TO ALLOW
     SHORT STRAP TO SLIDE BY.

WELDED BUTT JOINT

GATE POST

TOTAL LENGTH OF SHORT STRAP = 31.4 IN

TOTAL LENGTH OF LONG STRAP = 39.4 IN

TOP VIEW

Gate Closure Detail
Not To Scale

Stream Crossing

5" Dia x 7'-0" 

4" Dia. Treated

1.5" PVC Pipe

+/-20'8' Typ.

3'-0" Min

Treated Posts (Typ.)

Brace Rails (Typ.)

gate closure on each side

4'
(typ.)

Extend stays to bottom wire attached to posts, creating a hinge point to pass debris 
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 Panel Gate

Reuse Existing Panel Gate

Hang gate on Min. 2 - 3/4" Dia. galvanized
thru bolts with nuts & lock washers attached
to Gate Hinge Pins.

8'8' Typ.

3/8" welded loops (min. 3/4"
loop length). Staple to Post.

Provide galvanized chain with

Rail Jackleg Fence
(Not to Scale)

Treat all jacks, rails, and braces to
AWPA Standards.  Provide
certification to Project Manager in
advance of installation.

NOTES:

Install entire jack leg fence width
on FWP property.  Ensure jack legs
and pedestrian pass posts are
within FWP property boudnary.
Coat any in-field notching or cutting
of posts or rails with an approved
AWPA treatment.

Install jacks at half of standard
spacing and space rails evenly
across jacks when "double jacks"
are specified.

10' typical jack spacing

10' typical jack spacing

10' typical brace panel

every tenth panel

or at each end of run if

run is less than ten panels

Provide split rail at
bottom of brace panel

jacks to add rigidity.

Fasten jacks together
with 8" Timberlock®

screws or approved
equal.

Jack posts min. 5" diameter, 52"
long, peeled, machince notched and
butt treated per AWPA standards.

Machine notch jack posts at joints
to provide secure attachments.
Paint notched areas with a
preservative that meets AWPA
standards.

12"

12"

18"

8"

65°

6" Dia. x 8'-0" Treated Post (typ)

Provide Pedestrian Pass Northwest Property Corner
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